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Subpart J—Test Requirements

§ 192.501 Scope.
This subpart prescribes minimum

leak-test and strength-test require-
ments for pipelines.

§ 192.503 General requirements.
(a) No person may operate a new seg-

ment of pipeline, or return to service a
segment of pipeline that has been relo-
cated or replaced, until—

(1) It has been tested in accordance
with this subpart and § 192.619 to sub-
stantiate the maximum allowable oper-
ating pressure; and

(2) Each potentially hazardous leak
has been located and eliminated.

(b) The test medium must be liquid,
air, natural gas, or inert gas that is—

(1) Compatible with the material of
which the pipeline is constructed;

(2) Relatively free of sedimentary
materials; and

(3) Except for natural gas, nonflam-
mable.

(c) Except as provided in § 192.505(a),
if air, natural gas, or inert gas is used
as the test medium, the following max-
imum hoop stress limitations apply:

Class location

Maximum hoop stress allowed as per-
centage of SMYS

Natural gas Air or inert gas

1 ......................... 80 80
2 ......................... 30 75
3 ......................... 30 50
4 ......................... 30 40

(d) Each joint used to tie in a test
segment of pipeline is excepted from
the specific test requirements of this
subpart, but each non-welded joint
must be leak tested at not less than its
operating pressure.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192–58, 53 FR 1635, Jan. 21, 1988; Amdt.
192–60, 53 FR 36029, Sept. 16, 1988; Amdt. 192–
60A, 54 FR 5485, Feb. 3, 1989]

§ 192.505 Strength test requirements
for steel pipeline to operate at a
hoop stress of 30 percent or more of
SMYS.

(a) Except for service lines, each seg-
ment of a steel pipeline that is to oper-
ate at a hoop stress of 30 percent or
more of SMYS must be strength tested
in accordance with this section to sub-

stantiate the proposed maximum al-
lowable operating pressure. In addi-
tion, in a Class 1 or Class 2 location, if
there is a building intended for human
occupancy within 300 feet of a pipeline,
a hydrostatic test must be conducted
to a test pressure of at least 125 per-
cent of maximum operating pressure
on that segment of the pipeline within
300 feet of such a building, but in no
event may the test section be less than
600 feet unless the length of the newly
installed or relocated pipe is less than
600 feet. However, if the buildings are
evacuated while the hoop stress ex-
ceeds 50 percent of SMYS, air or inert
gas may be used as the test medium.

(b) In a Class 1 or Class 2 location,
each compressor station regulator sta-
tion, and measuring station, must be
tested to at least Class 3 location test
requirements.

(c) Except as provided in paragraph
(e) of this section, the strength test
must be conducted by maintaining the
pressure at or above the test pressure
for at least 8 hours.

(d) If a component other than pipe is
the only item being replaced or added
to a pipeline, a strength test after in-
stallation is not required, if the manu-
facturer of the component certifies
that—

(1) The component was tested to at
least the pressure required for the pipe-
line to which it is being added; or

(2) The component was manufactured
under a quality control system that en-
sures that each item manufactured is
at least equal in strength to a proto-
type and that the prototype was tested
to at least the pressure required for the
pipeline to which it is being added.

(e) For fabricated units and short
sections of pipe, for which a post in-
stallation test is impractical, a pre-
installation strength test must be con-
ducted by maintaining the pressure at
or above the test pressure for at least
4 hours.

§ 192.507 Test requirements for pipe-
lines to operate at a hoop stress less
than 30 percent of SMYS and at or
above 100 p.s.i.g.

Except for service lines and plastic
pipelines, each segment of a pipeline
that is to be operated at a hoop stress
less than 30 percent of SMYS and at or

VerDate 07-JAN-97 13:42 Jan 07, 1997 Jkt 167197 PO 00000 Frm 00065 Fmt 8010 Sfmt 8010 E:\CFR\167197.015 167197


		Superintendent of Documents
	2010-10-28T17:16:42-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




